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GENERAL INSTRUCTIONS

This operating manual describes the components, functionality, operations and safety 
precautions when using the FOXY oxygen analyzer.

Supplier:

Walter Schnorrer Aps
Anker Engelunds Vej 6
DK-9200 Aalborg

Denmark

Tel.: +45 96342121

E-Mail: info@schnorrer.dk
Internet: www.schnorrer.dk

SAFETY INSTRUCTIONS

The device has a brand-lithium-ion-cell with an internal pre-
vention-circuit  (3,7 VDC, 3000 mAh), which is fix-soldered on 
the plate board.

We advise you to keep the general terms of safety for the use 
and the transport of these cells.

Please do not dispose the cells in the household refuse! 

A safety sheet, the ZVEI from May 2012, is attached to
This operating instruction.
Please pay attention to this.



3 ANKER ENGELUNDS VEJ 6  |  DK-9200 AALBORG SV  |  DENMARK  |  TEL. +45 96 34 21 21  |  FAX. +45 96 34 21 22   |   WWW.SCHNORRER.DK

SCOPE OF DELIVERY

The scope of delivery consists of:

1 x FOXY Oxygen Analyzer
1 x Measuring hose with filter and stainless steel gas probe
1 x Transport case
1 x  Power supply (charging device) (Input: 100 VAC-240 VAC, 50-60 Hz, 0,25 A. Output: 12 

VDC, 1000 mAh, 12 VA)
1 x USB-Stick with operating instruction
1 x Calibration certificate
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Top

Front

DEVICE SET-UP

Charging port

Robust plastic 
case with silicone 
holster

Holder for belt or 
keyhanger

Measuring hose with filter (47 mi-
crometer) and stainless steel gas 
probe (ca. 1200 mm)

ON/OFF button

High-capacity 
and bright colour 
OLED-display

LED Charging indica-
tor (green: charging 
in process, blue: fully 
charged)
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OPERATING MODE

To turn on the device, press the button for 3 seconds. 

Software version

Fix adjusted ppm value (at 30 
ppm an acoustic signal appears 
and all lower measuring-values 
are displayed in green colour)

Serial number

When turned on, the device will transmit an acoustic signal and show a home screen (seen 
below) for 3 seconds. This screen displays serial number, software version and signal ppm. The 
shown ppm value determines the threshold where the device will display the value with green 
color and transmit an acoustic signal. The pre-programmed value is 30 ppm. 
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After starting the device, you can see the symbols for battery status, temperature heating and 
a pump wheel. At the bottom there are 4 question marks in different colours (white-red). This 
means that the pump is inactive, and there is no measuring taking place. 

When the device is shaken sideways (position sensor inside), the pump is switched on and the 
sensor will begin heating. If you don’t want to shake the device, pressing the ON/OFF button 
for 1 second will start the pump and the heating process as well.
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When the value 1000 ppm is displayed, the sensor is heated and the ready for use.

Maximum measure-
ment value

When a value below the pre-programmed 30 ppm is measured, an acoustic signal is trans-
mitted from the device. This value can be reprogrammed with an Android smartphone. 
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To turn off the device, press the ON/OFF button for 3 seconds.

ON/OFF button 
(3 sec)

Caution!

If the device does not recieve a measuring value for 15 minutes, it will turn off automatically to 
preserve battery, the sensor and the pump engine. 

After restarting the analyzer, it is ready to work in less than 60 sec. 

The oxygen analyzer is not suitable for hydrogenous forming gasses!
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TECHNICAL INFORMATION

Dimension without case: 140 mm x 85 mm x 90 mm
Dimension with case: 305 mm x 355 mm x 90 mm
Weight without case: 0,3 kg
Weight with case: 1,4 kg
Power supply:  Input: 100 VAC-240 VAC, 50-60 Hz, 0,25 A. Output: 12 

VDC, 1000 mAh, 12 VA (Internal Lithium Ion Accu, 3,7 
VDC, 4.300 mAh)

Measuring performance:  Measuring hose with filter (47 micrometer) and stainless 
steel gas probe (length ca. 1200 mm)

Battery-runtime: Max. measuring time with 100% device ON (ca. 4,5 h)

Battery charging-time: ca. 10 h  

The device should be calibrated once a year. We will confirm the renewal of the cali-
bration by issuing a certificate. 
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DECLARATION OF CONFORMITY
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SAFETY DATA-SHEET ZVEI
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